
Installation Instructions 
Montageanleitung 
 

Parts List | Lieferumfang 
 

 
 
 
 
 

 
 
 
 
 

Fitting Kit: 
 
 
 
 
 

 
 
 
 
 

 
 
 

 
 

 
  

1 x fitting No. 15 
1 x Beschlag Nr. 15 

 

2 x screws fitting No. 15 
2 x Schraube Beschlag Nr. 15 

 

1 x 87° bend 
1 x 87° Bogen 

 

1 x uriLOCK 0,3 L 

 
1 x uriCLEAN 0,5 L 

 
1 x uriCLOTH 

 
1 x Cover  
1 x Deckel 

 

1 x suction device 
1 x Saugnapf 

 

Note | Hinweis: 

EN If you retrofitting existing flushing urinals with uridan waterless urinals, please ensure that the sewer line is jetted and clean of uric 
scale before installation. The uridan urinals work without water, and therefore should only be connected with ø 50 mm drainpipes. 
Installation should be carried out by authorized plumbers. 

 
DE Abwasserleitungen, die vorher von wassergespülten Urinalen benutzt wurden, müssen vor der Montage der uridan-
Urinale gereinigt werden. Es muss sichergestellt sein, dass der Urinstein und andere Ablagerungen, die sich durch die 
Wasserspülung gebildet haben, beseitigt sind, bevor uridan-Urinale montiert werden. Ein Durchspülen der Rohre genügt 
nicht. uridan-Urinale funktionieren ohne Wasserspülung. Sie müssen daher nur an ein Abwasserrohr mit Ø 50 mm 
angeschlossen werden. Die Montage darf nur von zugelassenen Installateuren nach den geltenden gesetzlichen Vorschriften 
im jeweiligen Land ausgeführt werden. 

2 x fitting No. 8 
2 x Beschlag Nr. 8 

 

 
 

4 x screws fitting No. 8 
4 x Schrauben Beschlag Nr. 8 

 




